THREADED HOLE LOCATION GAGES
¢INSIZED PrLUS

MADE IN EUROPE
4662-12R 4662-3
= Hardness: HRC60-63
Metric thread

Code Size L
4662-3 M3x0.5-6H 29
4662-4 M4x0.7-6H 31.4
4662-5 M5x0.8-6H 32.6
4662-6 M6x1-6H 47
4662-8 M8x1.25-6H 50
4662-8P M8x1-6H 47
4662-10 M10x1.5-6H 58]
4662-10P M10x1-6H 47
4662-12 M12x1.75-6H 56
4662-12P M12x1-6H 47
4662-12R M12x1.5-6H 58]
4662-14 M14x2-6H 59
4662-14P M14x1-6H 47
4662-14R M14x1.5-6H 53]
4662-16 M16x2-6H 59
4662-16P M16x1-6H 47
4662-16R M16x1.5-6H 58]
4662-20 M20x2.5-6H 65
4662-20P M20x1-6H 47
4662-20R M20x1.5-6H 53]

Unit: mm
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the concentricity between
this surface and threaded
part is less than 3um

the taper of the thread
part (top is big and bottom
is small) lets the gage
fixed in the thread holes

application

ANY SIZE WITHIN THE RANGE OF

M3-M150MM CAN BE CUSTOMIZED

ACCURACY CLASS
CAN BE CUSTOMIZED

measure eccentricity
of threaded holes

measure
perpendicularity
of threaded holes
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measure the distance
between two threaded holes

American standard thread

Code Size
4665-61 No.6-32UNC
4665-62 No.6-40UNF
4665-81 No.8-32UNC
4665-82 No.8-36UNF
4665-101 | No.10-24UNC
4665-102 | No.10-32UNF
4665-121 | No.12-24UNC
4665-122 | No.12-28UNF
4665-123 | No.12-32UNEF
4665-1B1 | 1/4-20UNC
4665-1B2 | 1/4-28UNF
4665-1B3 | 1/4-32UNEF
4665-3C1 | 3/8-16UNC
4665-3C2 | 3/8-24UNF
4665-3C3 | 3/8-32UNEF
4665-1A1 | 1/2-13UNC
4665-1A2 | 1/2-20UNF
4665-1A3 | 1/2-28UNEF
4665-3B1 | 3/4-16UNC
4665-3B3 | 3/4-20UNEF
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©.5 3.505
7.6 3.505
9.5 | 4.166
85 | 4.166
12.7 | 4.826
9.5 | 4.826
12.7 | 5.486
10.9 | 5.486
9.5 5.486
15.2 | 6.350
10.9 | 6.350
9.5 | 6.350
19.1 | 9.525
12.7 | 9.525
9.5 | 9.525
23.4 | 12.700
15.2 | 12.700
10.9 | 12.700
19.1 | 19.050
15.2 | 19.050




